
ΓΖΛΩΖ ΑΠΟΓΟΖ Καλνληζκόο (ΔΔ) αξηζ.305/2011  

Αξηζ.: Universal 90-55 Tunnel 

1. Μνλαδηθόο θωδηθόο ηαπηνπνίεζεο ηνπ ηύπνπ ηνπ πξνϊόληνο:  
ΔΣΗΑ ΣΕΑΚΗΟΤ ΣΔΡΔΩΝ ΚΑΤΗΜΩΝ DESIGN 90-55 Flat 

2. Αξηζκόο ηύπνπ, παξηίδαο ή ζεηξάο ή νπνηνδήπνηε άιιν ζηνηρείν επηηξέπεη ηελ ηαπηνπνίεζε ηνπ 
πξνϊόληνο ηνπ ηνκέα ηωλ δνκηθώλ θαηαζθεπώλ, όπωο πξνβιέπεη ην άξζξν 11 παξάγξαθνο 4:  
DESIGN 90-55 Flat 

3. Πξνηεηλόκελε ρξήζε ή ρξήζεηο ηνπ πξνϊόληνο ηνπ ηνκέα δνκηθώλ θαηαζθεπώλ, ζύκθωλα κε ηελ        
ηζρύνπζα ελαξκνληζκέλε ηερληθή πξνδηαγξαθή, όπωο πξνβιέπεηαη από ηνλ θαηαζθεπαζηή:  
ΘΔΡΜΑΝΖ ΔΩΣΔΡΗΚΩΝ ΥΩΡΩΝ 

4. Όλνκα, εκπνξηθή επωλπκία ή θαηαηεζέλ ζήκα θαη δηεύζπλζε επηθνηλωλίαο ηνπ θαηαζθεπαζηή, όπωο 
πξνβιέπεηαη ζην άξζξν 11 παξάγξαθνο 5: 

  

Regal ΜΕΤΑΛΛΟΥΡΓΙΑ Α.Ε    
ΕΡΓΟΣΤΑΣΙΟ ΝΕΑ ΡΑΙΔΕΣΤΟΣ Τ.Θ 60025  
ΤΗΛ.2310 461386 FAX.2310 461493 
www.regal.com.gr –email: info@regal.com.gr 

5. Όπνπ εθαξκόδεηαη, όλνκα θαη δηεύζπλζε επηθνηλωλίαο ηνπ εμνπζηνδνηεκέλνπ αληηπξνζώπνπ, ε  εληνιή 
ηνπ νπνίνπ θαιύπηεη ηα θαζήθνληα πνπ πξνβιέπνληαη ζην άξζξν 12 παξάγξαθνο 2:  
- 

6. ύζηεκα ή ζπζηήκαηα αμηνιόγεζεο θαη επαιήζεπζεο ηεο ζηαζεξόηεηαο ηεο απόδνζεο ηνπ πξνϊόληνο     
ηνπ ηνκέα ηωλ δνκηθώλ θαηαζθεπώλ όπωο θαζνξίδεηαη ην παξάξηεκα V:  
ΤΣΖΜΑ 4  

7. ε πεξίπηωζε δήιωζεο απόδνζεο ζρεηηθά κε πξνϊόλ ηνπ ηνκέα δνκηθώλ θαηαζθεπώλ πνπ θαιύπηεηαη 
από ελαξκνληζκέλν πξόηππν:  
ΔΝ 13229:2001/A2:2004 

8. ε πεξίπηωζε δήιωζεο απόδνζεο ζρεηηθά κε πξνϊόλ ηνπ ηνκέα δνκηθώλ θαηαζθεπώλ γηα ην νπνίν έρεη 
εθδνζεί επξωπαϊθή ηερληθή αμηνιόγεζε: 

 

9. Γειωζείζα  απόδνζε: 
 

Ουζιώδη χαρακηηριζηικά Απόδοζη 
Εναρμονιζμένη ηεχνική 

προδιαγραθή 

Ολνκαζηηθή ζεξκηθή ηζρύο 12.8Kw 

ΔΝ13229:2001/A2:2004 

Βαζκόο απόδνζεο 80% 

Μέζε ζπγθέληξωζε CO ζε 13%Ο 0,08% 

Διάρηζηε απόζηαζε αζθαιείαο από 
εύθιεθηα πιηθά 

800mm 

Μέζε ζεξκνθξαζία θαπζαεξίωλ 240°C 

 

10. Ζ απόδνζε ηνπ πξνϊόληνο πνπ ηαπηνπνηείηαη ζηα ζεκεία 1 θαη 2 αληαπνθξίλεηαη πξνο ηελ απόδνζε πνπ 
δειώζεθε ζην ζεκείν 9.  

 

Ζ παξνύζα δήιωζε απόδνζεο εθδίδεηαη κε απνθιεηζηηθή επζύλε ηνπ θαηαζθεπαζηή πνπ ηαπηνπνηείηαη ζην 
ζεκείν 4:  

 

Θεζζαλονίκη,  Ελλάς   18 / 10 / 2013 

                 (ηόπος και ημερομηνία έκδοζης)  
 
 

 

 
 

 
………………………………………………………………………. 

                                               (σπογραθή διεσθύνων ζσμβούλοσ και ζθραγίδα εηαιρίας) 

 



DECLARATION OF PERFORMANCE (ΕU) No 305/2011  

No.: Universal 90-55 Tunnel 

1. Unique identification code of the product-type: 
SOLID FUEL FIREPLACE INSERTS Design 90-55 Flat 

2. Type, batch or serial number or any other element allowing identification of the construction product 
as required pursuant to Article 11(4):  
Design 90-55 Flat 

3. Intended use or uses of the construction product, in accordance with the applicable harmonized 
technical specification, as foreseen by the manufacturer:  
Indoor heating 

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as 
required pursuant to Article 11(5): 

  

Regal METALLURGY SA   
FACTORY NEW RAIDESTOS PO Box 60025  
2310 461386 FAX.2310 461493 
www.regal.com.gr – email: info@regal.com.gr 

5. Where applicable, name and contact address of the authorized representative whose mandate 
covers the tasks specified in Article 12(2):  
- 

6. System or systems of assessment and verification of constancy of performance of the construction 
product as set out in Annex V:  

             System 4  

7. In case of the declaration of performance concerning a construction, product covered by a 
harmonized standard:  

      ΕΝ 13229:2001/A2:2004 

8. In case of the declaration of performance concerning a construction product for which a European 
Technical Assessment has been issued: 

  

9. Declared performance: 

 

10. The performance of the product identified in points 1 and 2 is in conformity with the declared 
performance in point 9.  

This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4.  

 

Thessaloniki, Hellas           18 / 10 / 2013 
       

  (place and date of issue) 
 
 

 

 
 
 

………………………………………………………………………. 
(CEO signature and Company seal) 

 

Essential characteristics Efficiency 
Harmonized technical 

specification 

Nominal thermal output 12.8Kw 

ΕΝ13229:2001/A2:2004 

Efficiency 80% 

Average CO concentration in 13%Ο 0,08% 

Minimal distance from 
flammable materials 

800mm 

Average temperature exhaust 240°C 


